


LIFTING CAPACITY
HX17A Z 

HX17A Z

1.75 m boom, 1.03 m arm equipped with 180kg counter weight

1.75 m boom, 1.23 m arm equipped with 260kg counter weight

Lift-point 
height 

m

Lift-point radius At max. Reach

2.0m 2.5m 3.0m Capacity Reach

m

Dozer Blade Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up

3.0m kg *390 *390 *390 *390 *410 *410 *410 *410 2.18

2.5m kg *370 *370 *370 360 *350 320 330 300 2.74

2.0m kg *380 *380 *380 *380 *380 370 380 350 *390 270 280 260 *330 260 270 250 3.07

1.5m kg *510 *510 *510 490 *440 360 370 340 *400 270 280 260 *330 230 240 220 3.27

1.0m kg *690 490 500 460 *520 350 360 330 *440 260 270 250 *340 220 230 210 3.36

0.5m kg *830 470 480 440 *590 340 340 320 *470 260 260 250 *370 220 220 210 3.36

0.0m kg *880 460 460 430 *630 330 340 310 *490 250 260 240 *410 230 230 220 3.26

-0.5m kg *850 450 460 420 *620 330 330 310 *460 250 260 240 *440 250 250 240 3.05

-1.0m kg *740 460 470 430 *530 330 340 310 *450 300 300 280 2.70

-1.5m kg *480 470 480 440 *430 *430 *430 410 2.11

Lift-point 
height 

m

Lift-point radius At max. Reach

2.0m 2.5m 3.0m 3.5m Capacity Reach

m

Dozer Blade Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up

3.0m kg *320 *320 *320 *320 2.50

2.5m kg *310 *310 *310 *310 *280 *280 *280 *280 2.98

2.0m kg *330 *330 *330 *330 *340 310 310 290 *270 260 *270 250 3.28

1.5m kg *420 *420 *420 *420 *390 *390 *390 380 *370 300 310 290 *270 240 240 230 3.47

1.0m kg *600 550 560 520 *470 390 400 370 *410 300 300 280 *350 230 240 220 *270 230 230 220 3.55

0.5m kg *770 520 530 490 *550 380 380 350 *450 290 290 270 *370 230 230 220 *290 220 230 210 3.55

0.0m kg *860 510 510 470 *610 360 370 340 *480 280 290 270 *330 230 230 220 3.45

-0.5m kg *860 500 510 470 *620 360 370 340 *470 280 280 260 *390 250 250 240 3.26

-1.0m kg *790 500 510 470 *570 360 370 340 *420 290 290 270 2.95

-2.0m kg *610 510 520 480 *420 380 390 360 2.44

  Rating over-front        Rating over-side or 360 degrees 

1. Lifting capacities are based on ISO 10567.

2. Lifting capacity of the HX A-series does not exceed 75% of tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3. The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4. (*) indicates load limited by hydraulic capacity.

5. Caution: please be aware of the local regulations and instructions for lifting operations.

HD HYUNDAI
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LIFTING CAPACITY
HX19A

HX19A

1.75 m boom, 1.03 m arm equipped with 65kg counter weight, cabin

1.75 m boom, 1.23 m arm equipped with 65kg counter weight, cabin

Lift-point 
height 

m

Lift-point radius At max. Reach

2.0m 2.5m 3.0m Capacity Reach

m

Dozer Blade Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up

2.5m kg *370 *370 *370 *370 *350 *350 *350 *350 2.77

2.0m kg *380 *380 *380 *380 *390 350 350 330 *330 *330 *330 310 3.10

1.5m kg *510 *510 *510 *510 *440 *440 *440 430 *410 350 350 330 *330 300 300 280 3.30

1.0m kg *700 620 620 580 *520 440 450 420 *440 340 340 320 *340 280 290 270 3.39

0.5m kg *850 590 600 560 *600 430 440 410 *480 330 340 320 *370 280 280 270 3.39

0.0m kg *910 580 590 550 *640 420 430 400 *490 330 330 310 *410 290 290 280 3.29

-0.5m kg *870 580 590 540 *630 420 430 400 *470 330 330 310 *440 320 320 300 3.08

-1.0m kg *760 580 590 550 *540 420 430 400 *450 380 380 360 2.73

-1.5m kg *500 *500 *500 *500 *430 *430 *430 *430 2.14

Lift-point 
height 

m

Lift-point radius At max. Reach

2.0m 2.5m 3.0m 3.5m Capacity Reach

m

Dozer Blade Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up Down Up

3.0m kg *350 *350 *350 *350 *320 *320 *320 *320 2.53

2.5m kg *290 *290 *290 *290 *280 *280 *280 *280 3.01

2.0m kg *340 *340 *340 330 *270 *270 *270 *270 3.31

1.5m kg *390 *390 *390 *390 *370 350 350 330 *270 *270 *270 260 3.50

1.0m kg *620 *620 *620 590 *480 440 450 420 *410 340 340 320 *370 270 270 250 *270 260 260 240 3.58

0.5m kg *790 590 600 560 *560 430 430 410 *450 330 330 310 *390 260 270 250 *290 250 260 240 3.58

0.0m kg *880 580 580 540 *620 420 420 390 *480 320 330 310 *330 260 270 250 3.48

-0.5m kg *890 570 580 530 *630 410 420 390 *480 320 330 300 *390 280 290 270 3.29

-1.0m kg *810 570 580 540 *580 410 420 390 *420 330 330 310 2.98

-1.5m kg *620 580 590 550 *420 *420 *420 410 2.47

-2.0m kg *290 *290 *290 *290 1.45

  Rating over-front        Rating over-side or 360 degrees 

1. Lifting capacities are based on ISO 10567.

2. Lifting capacity of the HX A-series does not exceed 75% of tipping load with the machine on firm, level ground or 87% of full hydraulic capacity.

3. The Lift-point is bucket pivot mounting pin on the arm (without bucket mass).

4. (*) indicates load limited by hydraulic capacity.

5. Caution: please be aware of the local regulations and instructions for lifting operations.
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STANDARD/OPTIONAL EQUIPMENT
HX17A Z / HX19A

MODEL HX17A Z HX19A

Mechanical controlled engine
Double-element air filter
Water seperator with filter
HYDRAULIC SYSTEM
Open center hydraulic system
Two-speed travel with auto-shift
Pressure accumulator
Proportional Aux. control
1 way Aux. hydraulic line for breaker
2 way Aux. hydraulic line for grapple
Adjustable Aux. flow on cluster
CABIN & CANOPY
Canopy
Cabin with heater
ROPS (Roll-Over Protective Structure)
TOPS (Tip-Over Protective Structure)
OPG (Operator Protective Guard)
FOG (Falling-Object Guard)
Adjustable suspension seat
Seatbelt with warning alarm
Travel levers
Travel levers with foot pedals
Power-assisted front window (Cabin)
Travel alarm
LED beacon lamp
5" Digital cluster IP68 water & dust proof
Radio MP3 with USB
12V power socket
Side & Rear Mirrors
WORKING EQUIPMENT
Boom swing function
Long arm option
Quick coupler piping
Additional counterweight
Safety valve on blade cylinder
Travel & Swing motor with disc brake
1 LED work light on boom
2 LED work lights on cabin
Extendable undercarriage with adjustable blade
Rubber tracks
Hi MATE telematic system

    Standard 
     Optional        

* �Standard and optional equipment may vary. Contact your Hyundai dealer for more    
information. The machine may vary according to International standards.

* �The photos may include attachments and optional equipment that are not available 
 in your area.

* Materials and specifications are subject to change without advance notice.

HD HYUNDAI
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Contact your Hyundai dealer.
hyundai-ce.eu/en/dealer-locator

Specifications and design are subject to change without notice. 
Pictures of Hyundai Construction Equipment Europe products may 
show other than standard equipment. 

HD Hyundai Construction Equipment Europe nv, Hyundailaan 4,  
3980 Tessenderlo, Belgium. Tel: (32) 14-56-2200 Fax: (32) 14-59-3405
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